A detailed physicochemical properties of aqueous solutions of alizarin red S − tin (II) chloride, has been thoroughly investigated by extensively exploring the effect of pH, concentration and temperature on the optimal conditions for the formation of tin (II)-alizarin red S (ARS-Sn II) complex. UV-Vis spectra, electrical conductivity and pH method were also used to characterize the final product. The stoichiometry of the reaction complex formation was determined via different referential methods. It was observed that, the reaction complex was formed when the concentrations were smaller than a certain limit (10 −5 M). Adjusting the pH of the reaction (typically from 3.7 to 6.0) also resulted in the formation of the complex. The formed complex was highly stable in dark conditions (absence of sunlight) and at ambient temperature. Without the use of additives and by employing the investigated optimal conditions (i.e. pH: 5.0, i: 6 mA/cm 2 , t: 5 min, C: 0.1 M, d: 1.273 × 10 −4 cm), electrodeposition of tin (II) was demonstrated to be successful.
Introduction
Tin (Sn) is a soft, ductile, nontoxic, silver white metal with exceptional corrosion resistance in air [1] , excellent lubricity and ability to form several industrially important alloys and several intermetallic compounds of commercial importance. Compared to normal castings, rapid solidification of metallic alloys are usually known to result in refined microstructures with reduced micro-segregation coupled with improved mechanical properties of the final products. Sn-0.7 wt.% Cu droplets rapidly solidified under transient conditions at low cooling rates, as well as directional solidification generated by impulse atomization (IA) has been achieved and reported [2] . The high degree of solubility of several metals in liquid tin, the wettability and adhesive properties of tin extenuate why tin by itself is considered an excellent solder [3] .
Up to now, the use of inorganic metals for the formation of metal complexes for industrially relevant applications has seldom been reported. Partly due to the reason that, inorganic metals results in complexes that are toxic and uncontrolled used of such inorganic complexes may result in the suppression of some biological processes [4] . On the other hand, the most commonly encountered acidic electroplating tin chemistry is based on the utilization of fluoboric acid [5] , sulfuric acid [6] , phenol sulfonic acid (PSA)/halogen electrolyte [7, 8] , hydrochloric/ hydrofluoric acid and methane sulfonic acid (MSA) [9] .
The presence of a quinoid oxygen, with two hydroxyl groups at the α-and β-positions in alizarin red S (ARS; 1,2-dihydroxyl 3-anthraquinone sulphonic acid), makes it very suitable for chelation, and its derivatives are well known colorimetric reagents with several applications in the micro determination of a number of metals [10] . Furthermore, the presence of sulphonate groups in the molecule improves it reactivity. The structure of alizarin red S dye as shown in Fig. 1 can exist in different forms depending on the type of media used (ii-iv).
The multi-structural variety of alizarin red S as shown in Fig. 1 makes it an admirable electrodeposition agent in aqueous solvents [11] . In this work, we focused on the optimal conditions to build an electrodeposition bath of tin, and finally, the successful electroplating of tin was realized and confirmed by scanning electron microscopy (SEM).
Experimental

Apparatus and chemicals
UV-vis spectroscopy analysis were recorded by an Optizen 2120 UV spectrophotometer. pH and electrical conductivity were performed on a GONDO PL-700PC apparatus. Dual power supply unit 30 V/AA, aux output 5 V/3A PROMAX Model FAC-622B. Resistors tray. Connecting wires. Unit digital multimeter Model M890C. SEM Photos were taken by using QUANTA 200, Coating bath consists of an anode (made of a paste of graphite and paraffin oil (from Merck)). A cylindrical cathodes which were made of industrial iron (steel) and a cylindrical stainless steel cathodes which had a commercial code (405). SnCl 2 , CH 3 COONa, ARS and NaOH (Sigma-Aldrich and Merck) were used as received.
Experimental procedure
pH metery and electrical conductivity methods
Typically 25 mL of different percentages of [(SnCl 2 ) and (ARS)]-mixtures with an initial concentration of 4 mM for each compound was titrated against NaOH aqueous solution (10 mM), by using the electrical conductivity and pH metery methods. Unless otherwise stated, the concentrations as mentioned above were used throughout our experimental investigations. Doubled distilled water was used throughout all the experimental procedures. The optimal conditions for the formation of the complex were also identified by electrical conductivity method.
The mixtures had been studied priory without adding the buffer-solution, then we measured (pH and electrical conductivity) values for each proportion. But we didn't get any acceptable results compared with the results of the later experiments, which took acidity value into account. So in a typical procedure, 9 mL of ARS was mixed with 3 mL SnCl 2 . Subsequently, 22.5 mL [CH 3 COOH and CH 3 COONa (acetate buffer) aqueous solution] was added drop-wise and the pH of the resultant solution was adjusted to 5. In addition, the reaction stoichiometry was determined by taking solution titration by measuring (electrical conductivity and pH)-values, then the (SnCl 2 ) solution was titrated by the same way.
Spectrophotometric method
In a bid to optimize the reaction conditions, several experimental conditions were screened by using Sn 2+ and ARS − mixtures, where their initial concentrations were maintained at 5 mM for each initial solution. The optimal conditions for the formation of the complex were determined by adding the buffer solution to the mixtures and the reaction stoichiometry of the formed complex was monitored by spectrophotometric analysis.
Experimental electroplating of tin(II)
1 L electroplating bath (made of plastic material) was used for the electroplating of tin (II). The internal bath surface was pre-coated with graphite paste and used as the anode with a thickness of approximately 1 mm. In addition, a cylindrical-shape industrial iron (steel) and stainless steel, with a commercial code of 405, were used as cathode to achieve the coating process. A coating bath (made of glass material) with a capacity of 0.5 L, with an insoluble solid anodes of graphite, was used for the coating process.
For a typical deposition process, 250 mL of SnCl 2 (4 mM aqueous solution) was used for every bath coating. Similarly, 250 mL of ARS (4 mM solution) was used for every bath coating. Equal volumes of SnCl 2 and ARS (250 mL) were mixed together under vigorous stirring and 250 mL of the acetate buffer solution was subsequently added to adjust the pH of the resultant solution. The total volume of the pH-adjusted solution was 750 mL. The cathode (stainless steel or steel) was cleaned by an aqueous solution of NaOH (6 mM) for 10 min to remove any trace of fatty. Then it was washed for 2 min with doubled distilled (DI) water. After that, the cathode surface was washed for 5 min by an aqueous solution HCl (0.1 M) and then washed well with DI water. The surface of the cathode was then activated by immersing in 20 mM aqueous solution of H 2 SO 4 for 1 min and further washed several times by DI water to attain an effective textured surface. The prepared cathode was weighed and immersed in the bath at a depth of 4 cm, with a typical stainless steel cathode dimensions of 10 mm (diameter) and for steel 8 mm. The electrical circuit was closed to start the coating process at a certain voltage, a certain current density and specific time without stirring the solution. The coated cathode was washed after the end of the experiment with DI water and dried with methanol. It was further weighed rapidly to prevent oxidation, and the current efficiency and coating film thickness calculated.
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Performance determination
The current efficiency was calculated in each experiment as shown in Eq. (1) [12] :
Where M M : is deposited-metal weight on the cathode (g), where the cathode was dried and weighed carefully before and after the coating process. Q = (M/zF): is electrochemical equivalent which is equal to (2.218 g/Ah) for tin (II).
M: atomic mass of the deposited metal, F = 26.8 Ah, z = 2.
I: current intensity (A). t: electrolysis time (h).
The formed coating film thickness was also deduced from Eq. (2) [13] :
Where ρ: is the density of the deposited metal on the cathode which is equal to (7.3 g/cm 3 ) for tin, and S: is the coated surface area which is equal to (13, 35 cm 2 ).
Deposition rate is given at (5 min) by the Eq. (3):
Where; d: is thickness of coating layer, t: is time of electroanalysis process (5 min), ρ: is the density of the deposited metal on the cathode which is equal to (7.3 g/cm 3 )
for tin, and S: is the coated surface area which is equal to (13, 
As observed from Fig. 2 (pH2; titration-curve of reagent-solution), the addition of 1 mL NaOH solution the buffer's region is formed and this region was steady until the addition of 9 mL of NaOH which is due to the weak acidity of reagent, where the first (-OH)-group of the reagent starts to titrate in this medium. Also we refer that the reagent displaces in different mediums as shown in chemical equations C, D and E (Fig. 3 ) [11, 14, 15] . is probably due to the fact that, both the reagent and metal ions solutions have two [ ) forms as a byproduct in the solution, since the alkalisolution additions before reaching the second equivalence point are consumed for the first-(-OH)-group titration of the remaining non-linked reagent, and also they are consumed to titrate hydrochloric acid, which is as a result of the interaction depicted in the chemical equation F (Fig. 4) .
The evidence of the complex formation, which was described as a product of the previous reaction, is the forming of a new colored product (orange) in the solution at (pH)-value of the first equivalence point. The amount of product can be seen clearly by the naked eye, so it can be noted that the products' color before first equivalence point is close to reagent-solution's color (yellow), because of mixing with low-percentage salt's color (orange) (ARS-SnCl without donating bonds). It was noted that 5 mL of each of the reagent's solution or metal-ions' solution, which has the least volume in the mixture, leads to the formation of (H + + Cl − ) in the whole solution (or when the two volumes are equal). That formation delays reaching the end of the first equivalence point, where that delaying is equal to 2.5 mL of alkali's solution, and that observation is noted for all studied mixtures.
Also, it is noted that there is a long transition region between the equivalence points, this may be as a result of the presence of non-linked reagent's ions with metal's ions. In addition, reagent's molecules ionize partially (that means only first hydroxyl-group ionizes) and a larger volume of the alkali-solution is consumed to get to the second equivalence point, leading to less consumption of alkali-solution to get the first equivalence point when (pH3)-curve is compared with (pH1)-curve.
This phenomenon is due to the steady formation of buffer after the addition of NaOH aqueous solution. appropriate acidity for forming a complex at the first equivalence point. There is a decrease in length ( Fig. 2 (pH6) ) of the transition region between the two equivalence points as compared to that observed in Fig. 2 (pH5) . This suggests the presence of excess metal-ions in the solution, strongly suggesting that the reaction stoichiometry is (1:1). In Fig. 2 (pH7) , the length of the transition region between the two equivalence points is observed to increase, indicating the presence of shows that the first expected formula is the likely impact of the reaction's product depending on the displacement reaction as described in chemical equation (B) above; that means the (SnCl + )-ions do not exist in this case. It also shows the titration of the second (-OH)-group and the surplus molecules of (SnCl 2 ) together, because of reaching the alkali medium. Hence, the expected reaction in alkaline medium is shown in chemical equation G (Fig. 6 ).
Denoting of (Mixtures (pH)-values and the consumed volume of the alkali solution) at the end of the first titration point
We focused on the first equivalence point for all the mixtures described in this investigations, because the best fitting medium for the formation of the complex were obtained at the first equivalence points as described earlier. By considering the titration curves for the remaining percentages which are evident in Fig. 2 (pH8 and pH9) and drawing the curve of the consumed alkali-solution's volume at the first equivalence point for all ratios, the following figure has been obtained: [ ( F i g . _ 6 ) T D $ F I G ] In Fig. 7 , the results reveal that the first equivalence point, which belongs to the (SnCl 2 1:1 ARS)-mixture titration process, consumes the largest volume of alkalisolution when compared with the other mixtures analyzed in this investigations.
Which is due to the ionizing of most increasable protons, which required excess amount (volume) of alkali-solution for the naturalization process, and this also provides a direct evidence for attaining the appropriate percentage of reaction stoichiometry. As well as the fact that this curve determines the optimal (pH)-value to form the complex. After (SnCl 2 1:1 ARS)-mixture, a significant increase in the consumption of NaOH is observed as a result of the difference between initial (pH)-values of each of (reagent and metal-ions)-solutions. So the curve without surplus of metal-ions solution is observed as normal peak, but for these studied solutions, when the volume of metal-ions solution is larger than the volume of the reagent solution, the mixture-titration axiomatically consumes larger volume of alkali-solution to reach the first equivalence point than the other mixtures because of the reason which was mentioned previously. , and it shows the highest (pH)-value where the complex can be formed at that value, which is equal to (4.55), although the conductivity measurement method "as we will note" refers to the higher (pH)-value than the pH-metery method. And (3.7) value can be considered as the lowest (pH)- value which the complex structure can be fixed at. With looking at the percentages that are larger than (50%) of metal-ions-solution volume, the surplus of metal ions solution effect widely in mixture acidity because of the considered difference between initial (pH)-values as it was mentioned earlier. As a result, the range of (pH)-values were determined toward larger values where the complex structure can be fixed at it without change. It is also noted that the highest (pH)-value, which the complex structure remains fixed at it, is very useful in the coating process. Where it is known that the lower the acidity of the medium close to the neutral medium, the better coating process [16] . The use of that value is evidence of a small number of protons, which provides the reaction stoichiometry (1:1) resulting in less impact on the activity of the buffer solution, which is used to adjust the (pH)-value (if mixture solution was titrated to reach the first equivalence point of the titration, then the buffer solution was added as a next step). To keep the complex structure stable, it is preferred to work at (pH)-value which is equal to (4.5) as this method refers to. In conclude, the range of appropriate (pH)-values was determined by pH-metery method to form the complex, which is (3.7 − 4.55). Based on the above, when we did not use any buffer solution which has suitable range of (pH)-values to form the complex, the mixing of (reagent and metal-ions)-solutions by (2:1) gives the lowest (pH)-value and it is (pH = 1.94) which is evident in Fig. 9 . As a result, reaching the lowest (pH)-value is not the evidence of the complex forming. But if concentrations were decreased for each of the two solutions to be within the range. way. Fig. 10 shows the result of (pH)-curve against mixture compositions. 
Conductivity method
Various samples have been titrated versus (0.01 M NaOH)-solution, and the curves as shown in Fig. 11 have been obtained: [ ( F i g . _ 1 1 ) T D $ F I G ] Article No~e00212
[ ( F i g . _ 1 0 ) T D $ F I G ]
Titrated-sample curves in Fig. 11 was obtained by measuring the conductivity of solutions. It was found that the curves of the titrated various solutions by measuring the conductivity were identical to the curves of the pH-metery method, with consideration that the titration method of conductivity is more accurate than the pH-metery method especially at first equivalence point and that difference does not exceed (1 mL), and Fig. 7 remains true also for the method of conductivity measurement. In Fig. 12 explain all reactions in all mediums the study of whole mixtures is preferred.
Study of the concentration effect on the conductivity values of the mixtures solutions
The increase in the tin (II) ions concentration ( between (reagent and metal)-ions, so the complex privation is because the (pH)-range doesn't help to form the complex and that range is (pH = 1.94-4.2). Where the reaction stoichiometry that has been reached in Fig. 13 is (2:1), and the reaction stoichiometry in the pH-metery method ( Fig. 9 was also (2:1)).
Study of the (pH)-values effect on the conductivity of the mixtures
The appropriate conditions have been determined to form the complex. Where the conductivity method and buffer solution were used to measure conductivity values and to control the (pH)-value. Table 1 It was found that appropriate (pH)-value to get the highest value of the conductivity of the solution is equal to (pH = 5), where this value refers to the conductivity value to form the complex in specified optimal conditions, which means the existence of the highest amount of protons in these conditions. The pH value which is equal to 6 and can be considered as the highest value of (pH) which the complex structure can be fixed at in this method depending on the considered conductivity difference change between each (pH)-value and another subsequent (pH)-value, so the conductivity method determined rang of (pH)-values, which is (3.7-6) , that is bigger than the range of pH-metery method.
[ ( F i g . _ 1 3 ) T D $ F I G ] f½V mL ðARSÞ þ V mL ðSnCl 2 Þ=V mL ðSnCl 2 Þg × observed conductivity ðmsÞ ¼ corrected conductivity ðmsÞ
The results are shown in Table 2 . The relationship between the corrected conductivity values and the additive volumes of the reagent solution are shown in Fig. 15 . Fig. 15 confirms the link proportion between the metal-ions (Sn
2+
) and reagent-ions (ARS − ) which is equal to (1:1).
Spectrophotometric method
Several investigations were conducted in order to obtain the characteristic spectrum of the complex and without use any buffer solution or change in (pH)-value. Fig. 16 shows that there is no formed-complex spectrum, which should be distinct from the reagent spectrum, and there is no shift of reagent spectrum toward longer wave lengths when its solution mixes with metal-ion solution with a variable concentration. That state happens when there is no any suitable adjustment of the (pH)-value, which is required to form the complex. 
The effect of (pH)-values on the absorption spectrum of the studied solution
The appropriate (pH)-value has been determined by carrying out the experiments within the activity range of the buffer solution, Fig. 17 shows a characteristic spectrum of (12 mL ARS + 8 mL SnCl 2 )-mixture solution, 2-spectrum of (10 mL ARS + 10 mL SnCl 2 )-mixture solution, 3-spectrum of (8 mL ARS + 12 mL SnCl 2 )-mixture solution, 4-spectrum of (6 mL ARS + 12 mL SnCl 2 )-mixture solution, 5-spectrum of (12 mL ARS) solution.
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Determining the required reaction stoichiometry to form the complex
To determine the reaction stoichiometry and changing the concentrations of reagent solutions and metal-ion solution, a standard series of solutions was prepared. Where the volume of the solution in each sample was equal to (12 mL), and stock solutions of both (metal-ion solution and reagent solution) was equal to (1.6 × 10 −5 M). Then an absorbance change was measured and scanned at variable wavelength versus double distilled water. Depending on the Job's method, which is continuous variety [18] , the reaction stoichiometry has been calculated when the wavelength was (475 nm) as shown in Fig. 18 . Fig. 18 determines the reaction stoichiometry, which is (1:1), by proceeding the following accounts: solution, 10-spectrum of (ARS + SnCl 2 , pH = 6)-mixture solution, 11-spectrum of (ARS, pH = 7) solution, 12-spectrum of (ARS + SnCl 2 , pH = 7)-mixture solution.
3.3.3. Study of the effect of time change on the absorbency of the formed complex (study of the stability of the complex during the time)
The change of complex absorbance has been studied versus the time, where the wavelength was (475 nm). We have found that the complex structure is stable away from a high temperature and light as shown in Fig. 19 :
As a result; the expected reaction under those conditions, which have been reached in several ways, is as in the reaction F.
Experimental electroplating of tin (II)
The use of the anodic graphite paste bath, as shown in Fig. 20a , caused a heavy sludge in the solution, in addition to causing a change in the composition of the [ ( F i g . _ 1 9 ) T D $ F I G ] solution resulting from mixing graphite particles and paraffin oil with solution components, especially when stirring of the solution was used, and unfortunately all of that gave unsatisfactory results. Therefore, other coating bath, as shown in Fig. 20b , was employed and discussed in the manuscript.
Study of current efficiency of tin coating versus (pH)-values
Experiments have been carried out at (V = 2-5 V, i = 3 mA/cm 2 , t = 1 h), and the results have been shown in Table 3 .
The relationship between the current efficiency values and (pH)-values have been drawn as in Fig. 21 and reveal that the best current efficiency value is at (pH = 5).
[ ( F i g . _ 2 1 ) T D $ F I G ] Experiments have been carried out at (V = 2-5 V, pH = 5, t = 1 h), and the results have been shown in Table 4 .
The relationship between current efficiency values and current density values have been drawn as in Fig. 22 and shows that the best current efficiency value is at (i = 5.5-6 mA/cm 2 ).
Study of current efficiency of tin coating versus molarity concentration (C mol/l)
Experiments have been carried out at (V = 2-5 V, pH = 5, t = 1 h, i = 6 mA/cm 2 ), and the results are depicted in Table 5 .
[ ( F i g . _ 2 2 ) T D $ F I G ] The relationship between current efficiency values and molarity concentration values have been drawn as in Fig. 23 and suggests that the best current efficiency value is at (C = 0.1 M).
Study of current efficiency of tin coating versus the time (t min)
Experiments have been carried out at (V = 2-5 V, pH = 5, i = 6 mA/cm 2 ), and the relationship between current efficiency values and the time have been drawn as in Fig. 24 and it is evident that the best current efficiency value is at (t = 5 min).
[ ( F i g . _ 2 3 ) T D $ F I G ] The electro-deposition of tin following our procedure thoroughly described above was applied, as shown in Fig. 25 .
Conclusion
The physical properties of the aqueous solutions of (alizarin red S − tin(II) chloride) was studied, and the optimal condition for formation the complex have been determined, where pH method, electrical conductivity method and UV/Vis spectral method indicated that the suitable used concentrations are (10 −5 M) or adjusting the (pH)-value to be (5). In addition, the optimum reaction stoichiometry of formed complex, which is (1:1), was also determined.
The experimental portion of electrodeposition of tin(II) in presence of (ARS) as complex showed that the use of anodic graphite past caused a heavy sludge, and that gave unsatisfactory results. A good results have been obtained when we use insoluble dry graphite as anodes to coat industrial steel with tin, where the following conditions were the suitable operating conditions: (v = 2-5 V, i = 6 mA/ cm 2 , pH = 5, t = 5 min, C = 0.1 M). Hence, the thickness of plated layer was (1.273 μm).
[ ( F i g . _ 2 5 ) T D $ F I G ] Article No~e00212
